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2010 NEW PRODUCTS

STP-900i

STPi SERIES : STP-400i, STP-600i, STP-900i
The Easiest controller in the irrigation industry to program and operate

So easy to operate you won’t even ■■
need to read the instructions
Simple to use “At-a-Glance” program-■■
ming allows you to see all of the 
irrigation schedule information for 
each specific zone at the same time on 
the controller
Independent zone control gives you ■■
the flexibility to easily accommodate 
the diverse watering needs of each 
zone

Features
Water Saving•	
-	 The Adjust Water feature enables 

you to easily increase or decrease 
the irrigation schedule to meet 
changing water requirements. Can 
be increased by 100% or decreased 
down to 90% (10% increment)

-	 The Water Now feature allows you 
to simply apply additional water to 
irrigate a zone manually without 
impacting that zone’s previously set 
schedule

-	 In the event of a prolonged rain, you 
can easily suspend the irrigation 
schedule up to 72 hours (12 hour 
increments) using the controller’s 
Rain Delay feature

-	 To help manage water restrictions, 
the controller can be set up to only 
water on specific days of the week or 
“odd or even” days

Reliable Operation•	
-	 Non volatile memory maintains the 

program during a power outage
-	 Lithium battery maintains time and 

date in the absence of AC power
-	 Overlapping start times will stock to 

prevent two zones from operating 
concurrently

Healthy Landscape Through Precise 		•	
	 Irrigation

-	 The STPi controller allows you to use 
multiple start times per day on an 
individual zone basis, helping you 
maintain a healthier lawn and garden

Specifications
Automatic start times per day per each 
zone: 4 (15 minute increments)
Programming schedule options:
	 - EVEN day watering 
	 - ODD day watering 
	 - 7-day weekly cycle with any day ON or 

OFF setting
Number of stations: 4, 6 or 9
Station timing: 1 minute to 4 hours in 
1- minute increments

Electrical Specifications
Input required: 230 VAC - 50 Hz
Output: 24 VAC - 50 Hz Capacity: 0.65 A 
(15.6 VA)
Surge protection : 
	 - Primary input side has built-in MOV 		
	 (metal oxide vaistor) to protect mico-		
	 circuity
	 - Output side has 1 built-in MOV for 		
	 each station
Station capacity: 1 RAIN BIRD solenoid 
valve (24 VAC) per station plus a master 
valve or pump start relay

Dimensions
Width: 18 cm
Height: 17 cm
Depth: 3,5 cm

Models
STP-400i: 4 stations, indoor
STP-600i: 6 stations, indoor
STP-900i: 9 stations, indoor

Accessories 
LPVK-12E: Electrical Surge Protection Kit
RAIN CHECK™: Automatic Rain Shutoff 
Device
RSD-BEx : Rain Sensor
SMRT-Y: Soil Moisture Sensor
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